
 

INDOOR CEILING ANTENNA 

 
Model: KOA-8025-2 Frequency: 800-2500 MHz Gain 

2dBi /3dBi / 4dBi 

   

ELECTRICAL SPECIFICATIONS 
Frequency Range 800-2500 MHz 
Operating Frequency 
Band   

824 – 960 MHz & 
1710 – 2500 MHz  

Gain 2dBi / 3dBi / 4dBi 
Half-Power Beamwidth 
(Horizontal) 

360 Degree 

Half-Power Beamwidth 
(Vertical) 

55.0 degree 

VSWR < 1.5 

Input Impedance 50 Ohm 
Polarization Vertical  
Lightning Protection Direct Ground 
Maximum Power 100 Watt 
Connector Type N-Female pigtail 

cable 

 
 

MECHANICAL SPECIFICATIONS 
Dimensions Ø170 Height 104 
Weight 300 Grams 

Mounting  Thru hole ceiling Mounting 
Radome ABS or HIPS Plastic 



 

   

 

INDOOR PATCH PANEL ANTENNA 

 
Model: KPA-8025-7 Frequency: 800-2500 MHz Gain 

7dBi /9dBi  

   

ELECTRICAL SPECIFICATIONS 
Frequency Range 800-2500 MHz 
Operating Frequency 
Band   

824 – 960 MHz & 
1710 – 2500 MHz  

Gain 7dBi / 9dBi  
Half-Power Beamwidth 
(Horizontal) 

90 Degree 

Half-Power Beamwidth 
(Vertical) 

70.0 degree 

VSWR < 1.5 

Input Impedance 50 Ohm 
Polarization Vertical  
Lightning Protection Direct Ground 
Maximum Power 100 Watt 
Connector Type N-Female pigtail 

cable 

 
 
 

   
MECHANICAL SPECIFICATIONS 
Dimensions 170mm X 148mm X 52mm 
Weight 520 Grams 

Mounting  Wall Mounting 
Radome ABS or HIPS Plastic 



 

YAGI ANTENNA DUAL BAND 
 
Model: KYA-8025-12 Frequency: 800-2500 MHz Gain : 12dBi  

   

ELECTRICAL SPECIFICATIONS 
Frequency Range 800-2500 MHz 
Operating Frequency 
Band   

824-960 MHz / 
1710-2170MHz 

Gain 12dBi  
Half-Power Beamwidth 
(Horizontal) 

50 Degree 

Half-Power Beamwidth 
(Vertical) 

30.0 degree 

VSWR < 1.5 
Input Impedance 50 Ohm 
Polarization Vertical / 

Horizontal 

Front-to-Back Ratio 15 dB 
Lightning Protection Direct Ground 
Maximum Power 100 Watt 
Connector Type N-Female pigtail 

cable 

 
 
 
 
 
 

   
MECHANICAL SPECIFICATIONS 
Dimensions 810mm X 180mm X 43mm 
Weight 500 Grams 
Mounting  Wall /Pole Mounting 

Mounting Mast Diameter 32-50 mm 



 

POWER SPLITTER 2 WAY /3 WAY /4 WAY 

MODEL NO. KPS-8025-2 KPS-8025-3 KPS-8025-4 
ELECTRICAL SPECIFICATIONS 

Frequency Range 800-2500MHz 800-2500MHz 800-2500MHz 
Power Splitting 2 WAY 3 WAY 4 WAY 
Division Ratio 3dB 4.7dB 6dB 
V.S.W.R. 1.25:1 1.25:1 1.25:1 
Insertion Loss <0.1 dB <0.1 dB <0.1 dB 
Ripple in Band < 0.2 < 0.2 < 0.2 
Impedance 50 Ohm 50 Ohm 50 Ohm 
Power 100W 100W 100W 
Connector N-Female N-Female N-Female 

MECHANICAL SPECIFICATIONS 
Dimensions 
(LXWXH) mm 

202 x 43 x 25 mm 202 x 61 x 25 mm 202 x 61 x 43 mm m 

Weight 340 Grams. 370 Grams 400 Grams 
Profile Cross Section 25 X 25mm 25 X 25mm 25 X 25mm 
Housing Aluminium Aluminium Aluminium 



 

POWER COUPLERS 

 

MODEL KDC8025-5 KDC8025-6 KDC8025-7 KDC8025-10 KDC8025-15 KDC8025-20 

ELECTRICAL SPECIFICATIONS 

Frequency 
Range 
(MHz) 

800-
2500MHz 

800-
2500MHz 

800-
2500MHz 

800-
2500MHz 

800-
2500MHz 

800-
2500MHz 

Coupling dB 5 6 7 10 15 20 

Input – P1 -5+0.5 dB -6+0.5 dB -7+0.8 dB  -10+0.8 dB -15+0.8 dB -20+0.8 dB 
Input – P2 -1.6db -1.2db -1.0db -0.45db -0.14db <-0.05db 

Insertion 
Loss 

<0.1 db <0.1 db <0.1 db <0.1 db <0.1 db <0.1 db 

VSWR <1.2 <1.2 <1.2 <1.2 <1.2 <1.2 

Impedance 
ohms 

50 50 50 50 50 50 

Power 100W 100W 100W 100W 100W 100W 
Connector N Female N Female N Female N Female N Female N Female 

       

MECHANICAL SPECIFICATIONS 

Dimension              
( L X H X W) 
mm 

156X58X18 156X58X18 156X58X18 156X58X18 156X58X18 156X58X18 

Weight gm 250 250 250 250 250 250 
 

 


