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Image ¼” color CMOS sensor
Video format H.264 / MPEG4

Resolution VGA（640×480）
QVGA(320×240)

Frame rate 30fps
Audio format PCM
Audio input Built in Microphone
Audio output High quality speaker
Wi-Fi IEEE 802.11 b/g/n
OS Embedded Linux

Security Changeable user password
All packet encrypted by AES

Local 
storage

Support up to 32G Micro 
SDHC Cards

Smart phone 
OS

iOS 4 and above, Android 2.2 
and above

ID enter 
method QR code scan

Basic 
function

Live view, Snap shoot,
SD card recorded video play 
back (Option)

Power DC 5V, 2A
Consumption < 6W
Working 
temp. -10~50°C, 10%~85%
Humidity

SPECIFICATIOS

H.264 / MPEG4 High quality compression
P2P network connection technology for plug and view
Two-way audio communication & play music remotely
Built in infrared for day and night monitoring
Smart phone QR code scan for easy confi-guration
Smart phone video playback from SD card (Option)
Micro SDHC card for video recording (Option)
Smart phone live monitoring and snapshot
Support iOS and Android Smart phone

FEATURES

iCAM-200 Wi-Fi Camera
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APPLICATION #1, Local Wi-Fi Direct

APPLICATION #2, Remote P2P & Cloud Storage

Sensor & Lens

OUTLOOK

MIC & Speaker Power Jack Heat Vents Antenna


